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Know what's below.Call before you dig.

SITE NOTES:
1. THE CONTRACTOR SHALL VERIFY THE LOCATION OF ALL UNDERGROUND UTILITIES BY

CALLING UTILITY LOCATION SERVICE AT 811 THREE (3) DAYS PRIOR TO CONSTRUCTION.

2. DIMENSIONS SHOWN ARE TO FACE OF CURB, CENTERLINE OF PARKING STALL OR FACE OF
BUILDING UNLESS OTHERWISE NOTED.

3. REFER TO THE ARCHITECTURAL DRAWINGS FOR EXACT BUILDING DIMENSIONS AND
ENTRY/EXIT PORCHES.

4. ASPHALT PAVING SECTIONS SHALL BE CONSTRUCTED PER THE DETAILS.

5. CONCRETE SIDEWALKS SHALL BE CONSTRUCTED WITH 3000 PSI CONCRETE 4" THICK WITH
EXPANSION JOINTS AND SCORING PER DETAIL.

6. THE CONTRACTOR SHALL CONDUCT ALL WORK IN ACCORDANCE WITH THE LATEST
REQUIREMENTS OF THE OCCUPATIONAL SAFETY AND HEALTH ADMINISTRATION.

7. ALL WORK ON STATE, COUNTY, OR CITY RIGHT-OF-WAY INCLUDING DRIVEWAY APRONS,
WATER AND SEWER TAPS OR ANY OTHER WORK REQUIRES AN ENCROACHMENT PERMIT FROM
THE APPROPRIATE AGENCY.

8. ALL CURBING TO BE 18" FORMED CONCRETE CURBING PER DETAIL, WITH 3000 PSI CONCRETE.

9. ANY MATERIAL DEMOLISHED AS INDICATED ON THIS PLAN IS TO BE HAULED OFF-SITE TO AN
APPROVED LANDFILL.

10. TRUNCATED DOMES ARE TYPICAL AT ALL HANDICAP RAMPS.  HANDICAP SPACES WILL BE
MARKED WITH A FREESTANDING OR WALL MOUNTED SIGN.  SEE DETAIL SHEETS FOR PROPER
STRIPING.
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